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PRODUCT NAME: OIL BASED H/GLOSS PAS~EL BASE 
PRODUCT COD~: 8850 

HMIS conES: H F R P 
1 2 0 B 

==~-===~-===~~~=== SECTION I MANUFACTURER IDENTIFICATION ====-~===~-~===--

MANUFACTURER'S NAME: BE}m PROCESS CORPORATION 
ADD~ESS 3~00 GARRY AVE. 

EMERGENCY PI':ONE 
INFORMATION PHONE 

SANTA ~A, CA 92704 

(BOO) 424-9300 
(714) 545-71.01 

DATE PRlNTED 
NAME OF PR~PARER 

04/04/02 
Mike But;l.er 

~===~~===~ SECTION IX HAZARDOUS INGREDIENTS/SARA III INFORMATION ==-~===-~ 

REPORTABLE COMPONENTS 

• PROPRI:€TARY 
~ ALIJ?HATIC HYDROCARBON SO~VENT 
* PROPRIETARY 
CUM ENE 
TRIMETHYLBENZENE, MIXED ISOMERS 
AROMATIC HYDROC~ONS 

VAPOR PRESSURE 
CAS NUMBER mm Mg ® TEMP 

N/A N/A 53 
8052-41-l .1 20 c 15 

UNICNOWN20 c 1 
98-82-9 10 3 8-3 c 0.32 
25551-13-7.2 20 c 0.32 

0.13 

WEIGHT 
J?.£!RCENT 

PHYSICAL/CHEMICAL CHARACTERISTICS ~===~-====-~ 

BOILING RANGE: 279-315 F - 350 F 
VAPOR DENSITY: ~eavier than air. 
COATING V.O.C.: 377 g/1 
SOLUBILITY !N WAT~R: NIL. 

SPECIFIC GRAVITY (~20:1): 1.15 

EV~PORATION RATE: Slower ~han water. 
MAT:&:RIAL V.O.C.: 377 g/1 

APP~CE AND ODOR: Viscous liquid wi~h a characcerisc~c hydroc~rbon odor. 

==-•===~-===~-=== SECTION IV FIRE AND EXPLO~ION HAZARD nATA ==o:=-..,==o:~~=== 

FLASH ~OINT: 105 o METHOD USED: N/A 

FLAMMABLE ~!MITS lN AIR BY VOLUME- LOWER• 0.9 UPPER! 7.9% 

EXTINGC!SHING MEDlA: FOAM, A~COHOL ~OAM, C02, DRY CHEMICA~ 

SPECIAL FIREFIGHTING PROCEDURES 
Observe recommended procedures in handling fire areas. Wear appropria~e fire 
fighcing equipment including a self contained breathing apparatus. Avoid 

spreading of burning liquid with waeer used for cooling purposes. 

UNUSUAL FIRt AND EXPLOSION ~ZARDS 
Closed containers are subject to bursting on exposure to heat. Liquid 
evaporates and forms invisible vapors which spread easily and can be ignited by 

many sources s~ch as pilot lights, ~elding equipment, electrical switches. Fire 

hazard is grea~er as liquid temperature rises above BS degrees F. 

FLAMMABILITY - T.D.G.R. CLASS 
DOT: CLASS 3 PIVISION 3.3 COMBUSTIBLE LIQUID 
OSI-l:A AND NFPA: CLASS Il COMBus·riBLE LIQO"In 

SeNSITIVITY 1'0 I~PACT 
None known. 

SENSITIVITY TO STATIC DISCHARGE 
Static elec~ricity roay accumulate and create a f~re hazard. Bond and ground 

cransfer concainere and equipment. 
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=~-===~-===~-===~-~===-~ SECTION V REACTIVITY DATA =~·====-~===~-~===-~=== 

STABILI~: Stahl~. 

CO~ITIONS TO AVOID 
Avoic heac, flame and con~act wieh strong oxidizing agents. 

INCOMPATIBILITY (MATERIALS TO AVOID) 
Product will soften or dis~olve acme plastics. 

HAZARDOUS DECOMPOSITION OR BYPRODUCTS 
Incornp~ete combustion can lead eo the evolution of Carbon Dioxida and/or Carbon 
Monoxide. 

HAZARDOUS POLYMERIZATION: W~ll no~ occur. 

HEALTH HAZ~D DATA =-====~-====••====-~=== 

INHALATION HEALTH RISKS AND S~MPTOMS OF EXPOS~E 
Pro~uct ~a a mild irritant. ~ffecte are temporary and reversible. vapor odors 

may cauee irr~tation in the upper and lower respiratory tracts, nausea, 

headaches and ~izzinees. 

SKIN AND EYE CONTACT HEALTH RISKS AND SYMPTOMS 0~ EXPOSURE 
Product ia a mild irritant to skin and eyes. Effects are cemporary and 

reversible. ~reduce may cause irritation, redness and t~aring. 

SKIN ABSORPTION ~EALTH RISKS AND S~MPTOMS OF EXPOSURE 
Not absor~ed into skin. May cause minor redness and/or irritation. 

INGESTION HEALTH RIS~ AND SYMPTOMS OF EXPOSURE 
H~rrnful if swallowed. Ingestion can cause nausea, vomiting diarrhea and 
gastrointestinal irritation. 

HEALTH HAZARDS (ACUTE AND O{R.ONIC) 
Acute Health Hazards: Repeat~d akin contact may result in the development of an 

allergic skin reaction in a small number of individuals. 
Chronic Health ~azards: Reports have associated repeated and prolon9ed 

occupational overexposure to solvents with permanent b~ain and nervous system 

damage. 

cARCINOGENICITY: NTP CARCINOGEN: !?reduct is noc a lcnown carcinogen. 
IARC MONOG:AA.PHS: NO 
OSHA REGCLATED: NO 

MEDICAL CONDITIONS GENERALLY AGGRAVAT~D BY £XPOSURE 
Available toxicology, chemical and physical data show that overexposure is 

unlikely to aggravate any medical condition. 

£MERG~NCY ~ FIRST AtD PROCEDURES 
EYE cONTACT: Flush with wa~er fer 15 minutes. Expose co fresh air. Call 

Physician immeoiately. 
SKIN CONTACT: Wash with soap and WQter for 15 minutes. 

rNH~TIO~: Remove ~o fresh air. Call physician if experiencing any cifficulty 

breathil'l9. 
!NG&STION: DO NOT INDUCE VOM!TING! CALL P~SlCIAN IMMEPIATEL¥. Activated 
charcoal may be adminis~ered. If coneciou~ £~ed ~wo gl~esee o~ wa~er. 

~===~-===~- SECTION VI! PRECAOTIONS FOR SAFE HANDLING AND USE ~===~-~===~-

STE~S TO BE TAKEN IN CAS~ MAT~IAL IS RELEASED OR S~ILLED 
Di~e and/or absorb epil~ed m~terial wieh ine~~ absorbenc material such as sand 

or sawdust. Use rags to clean up small amounts of spilled materials. Remove 
all ignition sources. Ventilate confined areas. Keep people away. 
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WASTE DISPOSAL METHOD 
DISPOSAL: DANGER - Rage, sceel wool or waste soaked wich this produc~ may 
spontaneo~s~y catch fire if improper~y discarded. Immediately at~er use, place 
rags, seee~ ~ool or was~e in a eealed wacer-filled metal container. For 
disposal guidance, contact your household refuse collection service, fire 
department, county or state government environmental control agency. 

PRECAUTIONS TO SE TAKEN IN HANDLING AND STORING 
Keep container closed when not in use. Do not store or handle near heat, flames 
or strong oxidants. Store in cool, wel~ ventilated areas, rotate etoek to use 
older material firse. Inspec~ for leaks or cracks in all containers. 

OTHER PRECAUTIONS 
Empty containers may still contain residues (vapors, 1iquid or solid). 
Therefore all empties ahould be ~ubjected to the same ha~ard precautions given 
in t:llia MSDS. 
KeEP AWAY FROM CHILDREN! 

CONT~OL MEASURES ~==~-===~-===-~===-~== 

RESPIFATOR~ PROTECTtON 
wear approved NIOSH/MSHA respirator with organic ~apar cartridge when che 
environmental controls are inadequate at keep~ng the airborne concentrations 
below the exposure levels. 

VENTILATION 
General mechanical ventila~ion may be sufficient to keep product vapor 
concentrations below the specified TLV levels. rf adequate, one can also use 
local exhaust. 

PROTECTIVg GLOVES 
Use solvent impermeab~e Neoprene or ~atex gloves ~o protect against skin 
contact. 

EYE PRO~CTION 
use safety goggles, safety glasses and/or face shielas to protect the eyes. 

OTHER PROTECTIVE CLOTHING OR EQUIPMENT 
Impermeable aprons or protective clothing are recommended when working with thie 
product. The use of head caps is also recommended whenever pcssiDle. 

WORK/HYGIENIC PRACTICES 
care should be taken co p~event unnecessary exposur~ co this produc~. Eye 
wasbes and safety showers should be avai~able. 

D!SCLA!MER ==~~===-~===-~==~-===,~=== 

The inforrna~ion contained in [the MSDS sheec~ posted OP t:his webeite] was compiled from 
sources considered to be reliable; ho~ever, Behr Process Corporation cannot guarantee 
that th~ information i~ in all respects complete or accurate, The MSDS sheets are not 
substitutes for the instruc~ions for substrate preparation or the instructions, 
precautions or warnings for use of our products con~ainea on the product ~abels. Users 
should always carefully read the product labale before using any of our producte. 


